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Abstract. Solar reflective materials are one of the most efficient solution to the urban heat island 
effect, according to which temperatures, in urban areas are significantly higher than those in the 
surrounding rural areas. Solar reflective materials (SRM) are characterized by the ability to reflect 
solar radiation in the whole wavelength spectrum remaining cooler under the sun. The importance of 
radiative properties focused the attention more on SRM subjected to aging processes instead of the new 
products. 
According to this, several standards are, nowadays, available to investigate natural (ASTM G7, ANSI 
CRRC/S100) and accelerated (ASTM D7897) aging. Unfortunately, these standards do not take into 
account the presence and the growth of microorganisms such as algae and cyanobacteria, which can 
be responsible not only for the decrease of radiative properties against time, but also for the decay of 
physical and chemical properties of SRM themselves. 
This study outlines an experimental procedure to accelerate natural bio-deterioration of building 
materials through a laboratory test. Two types of SRM have been involved, studying their thermal 
properties before and after the bio-deterioration accelerated treatment. The methodology involves the 
use of a Temporary Immersion System (TIS bioreactor), which is based on the temporized soaking of 
materials samples with a liquid growth medium inoculated by selected species of algae or 
cyanobacteria. The system promotes a homogeneous contact between the materials surfaces and these 
microorganisms blowing sterilized air into the medium inside the bioreactor chamber. Within three 
weeks into TIS bioreactor, materials samples have shown large areas of biofilm deposition on 
themselves. The experimental procedure, hence, confirms the capability of the system to optimize 
environment conditions where the growth of microorganism and their interactions with materials results 
accelerated. Very high attention is given to the aim to make the procedure repeatable. For this proposal, 
all the variable factors are minimized, maintaining constant the environmental condition and working 
on sterility in order to do not contaminate or alter the growth inside the bioreactor.  
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1 Introduction 
Building materials are affected by several aesthetical and functional issues due to ageing 
processes which can be related to physical, chemical or biological factors (Sleiman et al., 2014). 
Among these factors, the biological growth represents a phenomenon in addition to physical 
and chemical problems due to weathering and soiling, which accelerates the fouling process of 
outdoor materials (Ferrari et al., 2015). The biofilm changes the aesthetical appearance of 
materials and can even compromise the durability of structures by corrosion and 
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biodeterioration induced by the microorganisms (Maury-Ramirez et al., 2013).  
Several studies on natural conditions suggests that bio colonization is primarily related to the 
physical characteristics of the stone surface (porosity, roughness, and permeability) and 
secondarily to the nature of substratum (Gaylarde et al., 2011). Microorganisms produce 
variously coloured patinas on the materials inducing aesthetical damage (Ortega-Calvo et al., 
1995). Biological growth also exerts a pressure inside the pores on the surface, resulting in 
biogeophysical deterioration, i.e. the surface detachment and superficial losses. Definitively, 
microorganisms play an important role in the deterioration of building materials, being 
responsible for aesthetic, biogeophysical and biogeochemical damage.  
Considering Solar Reflective Materials (SRM), bio-deterioration process takes part to important 
performances losses in terms of surface thermal properties, such as solar reflectance and thermal 
emittance. Since studying microbial growth under natural conditions is too slow as an 
investigation approach to develop and to improve industrial products, several studies have been 
carried out on surface bio-ageing with the aim of analyse and to assess the energy impact on 
the buildings (Cheng et al., 2011; Cheng et al.,2012; Gaylarde & Gaylarde, 2005; Mastrapostoli 
et al., 2016). However, due to its the wide variability depending on environmental conditions 
and mainly by geographical position of the building, bio-deterioration is not yet being 
completely understood and quantify by the scientific community. 
Thus, this study is aimed to study biological colonization on building materials in a repeatable 
and reproducible way, in order to quantify the changes on the surfaces properties due to 
biological growth. An innovative and laboratory protocol to accelerate biological colonization 
effects on building surfaces by different pioneering organisms (algae and cyanobacteria) is here 
presented. The goal was to provide a faster, reproducible and reliable test method to assess the 
long term behaviour of building surfaces relevant to, among the other, energy performance for 
cooling.  
2 Material and Methods  
A laboratory protocol to expose building material samples to biological colonization is here 
presented. The setup consists in a growth chamber (Figure 1), where all the environmental 
factors have been maintained constantly monitored and stable. The device chosen as growth 







Figure 1: (a) TIS bioreactor equipped with the samples; (b) couple of TIS bioreactors for different 
environmental microorganisms (Chlorella mirabilis and Nostoc commune), start time of the test (t0); 
 
It is a sealing growth camera where the samples are placed on a tray and temporarily flooded 
by 500 ml of culture medium, inoculated by selected microorganisms according to 1:50 
concentration rate. The submersion is induced by a pump (10 W), which inputs sterilized air 
inside the liquid medium in order to raise the level of that and submerge the samples on the 
tray. The level of the medium is subsequently lowered by stopping the air supply into the 
a. b. 
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medium and raising the air pressure inside the camera, through a second pump (5 W). These 
working conditions were turned on and off trough a complete automated system. A complete 
bio-ageing cycle lasts 3 weeks and two types of building material were involved in this 
preliminary work: single ply cool white membrane (WM) and asphalt shingle (AS). Two 
samples for each type of material were included for each bioreactor, and each bio-ageing cycle 
was performed in triplicate in order to get statistically significant results.  
Two specie of different microorganisms were used separately to study biofilm formation on 
sample surfaces: the green microalga Chlorella mirabilis and the cyanobacteria Nostoc 
commune. They were chosen among the huge variability of environmental ubiquitous 
organisms (Ferrari et al., 2015) and different culture medium were used for each 
microorganism: Bold Basal Medium (BBM) (ref) was applied for Chlorella m. and Blue Green 
medium (BG-11) for Nostoc c. TIS bioreactors were put into the incubator (Biolog, AG-
System) where the temperature and relative humidity level was stable (23°C and 50% 
respectively), and 14h light/10h dark periods are contemporarily alternated by a fluorescent 
lamp system.  
Since the study is finalized to develop a repeatable and reproducible protocol for bio-ageing 
trial, TIS bioreactors and culture medium are therefore completely sterilized before use to 
minimize the variability of environmental factors and avoid contamination of the biological 
cultures on growth. Two different sample submersion times were investigated: 10 minutes/6 
times a day every 4 hours (setup #1) and 30 minute /6 times a day every 4 hours (setup #2): 
each time condition has been tested three repeated times as abovementioned. The complete 













Figure 2: Bio-ageing experimental design: 2 bioreactors types were prepared for each trial; 4 samples were 
included into each bioreactor (double samples for each material); two setups were studied; the trials have been 
run in triplicate 
 
Such “flood and dry” approach tries to replicate the natural wetting and dry cycles that typically 
occur outdoor on the building surfaces. Reproducing a bio-deterioration phenomenon in 
laboratory allows to choose and set up stable environmental conditions, which are the optimum 
for biological growth, and to compress colonization time.  
 
2.1 Material Characterization  
Material characterization was performed on sample surface before and after the bio-ageing test 
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through several analyses. Firstly, surface microstructure were investigated by Environmental 
Scanning Electron Microscope (ESEM, Quanta200) operating in low vacuum conditions; Solar 
Reflectance (ρsol) was analyzed by UV-Vis-Nir Spectrophotometer (Jasco V-670), according 
with ASTM Standard E903 (ASTM E903, 1996). To evaluate how the surface color was 
modified during the whole campaign L*a*b* values were calculated both on new and aged 
samples starting from solar reflectance values in visible region (λ range: 300-800 nm). ΔE 
values were calculated by means of ΔE = √(L1
∗ − L2
∗ )2 + (a1
∗ − a2
∗ )2 + (b1
∗ − b2
∗)2 to quantify 
the difference in color between the two stages of aging.  
Statistical analysis by ANOVA (Past3 Software) has been run in order to evaluate the 
repeatability of the preliminary protocol. 
3 Results and Discussion 
The differences collected between setup#1 and setup #2 trials are visibly high as the example 
reported in Figure 3. The first set up trial, reported in triplicate, shows a weaker but more 
homogeneous growth on materials samples then the second set up trials, where the submersion 
time has been 30 minutes for 6 times a day. 
 
Figure 3: WM and AS aged samples are shown: a and b samples come from bioreactor run with green alga 
inoculum; c and d ones come from bioreactor run with cyanobacteria inoculum; the results from 1 (test n° 2 and 
test n° 5) of 3 repeated tests by both setups types are shown; on the right, new (t0) sample are shown. 
3.1 Electron Microscopy 
Micromorphology and chemical composition analysis through Electron Microscopy carried out 
on samples before colonization, additional analysis were performed on aged samples 
immediately after the end of the bio-ageing trials. This allow to check microorganisms while 
they were still alive. Figure 4 shows the two  different colonies of organisms in separate TIS 
bioreactor on AS sample: green alga (Chlorella m.) build spherical shape colonies (Fig. 4a) and 
cyanobacteria (Nostoc c.) are set in filamentous colonies (Fig. 4b). 
Roughness on AS samples is high due to the presence of grains: this create the presence of 
several niches on surfaces, which represents a suitable place for biological growth thanks the 
longer staying of humidity. C is the most aboundant element in both AS (65.0% ± 22.7%) and 
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WM (96.6% ± 4.4%) materials, but AS samples are richer in elemental diversity: traces of Mg, 







Figure 3: ESEM images from ESEM analysis: (a) Chlorella m. spherical cells colonies on AS sample; (b) 
Nostoc c. filamentous structure on AS sample. Mag. 1000X. 
3.2 Solar Reflectance 
Solar reflectance (ρsol) values and standard deviation calculated on average values between 
samples exposed to the same microorganism (a and b to Chlorella m. and c and d to Nostoc c.) 
have been reported in Table 1. New and aged values are shown. Results have been elaborated 
comparing the same material ρsol values between two different setup trials (#1 and #2) and 
within the same set up trial. The evaluation on sample surface colonized by two different 
microorganisms (green alga and cyanobacteria) have been kept separated.  
Solar reflectance values got on aged surfaces through two different TIS bioreactor submersion 
time (setup #1 and #2) highlight significant differences on both types of material, rising the 
strong variability among setups. Moreover, the colonization level due to green alga (Chlorella 
m.) compared with the one due to cyanobacteria (Nostoc c.) are significantly distant: they have 
been evaluated separately.  
Table 1 shows ρsol decrease considering only a and b samples, before and after bio-ageing 
process. Samples a and b, exposed to green alga, underline a lower ρsol decrease through setup 
#2 compared with setup #1. This is true for both WM and AS samples. A reverse situation was 
achieved on samples c and d for both material types, exposed to cyanobacteria: the ρsol decrease 
is higher through setup #2, where the submersion time is tripled compared with setup #1.  
Statistical analysis among solar reflectance results obtained through repeated trials within the 
same setup type was performed. TIS bioreactor system, in particularly the case with green alga 
and setup#1 shows a good repeatability: the differences among ρsol on the same material type 
(AS or WM) from different trials are not significant (p-value >0.05). However, this not occurs 
on ρsol measured on aged samples c and d exposed to cyanobacteria colonization, neither for 
setup#1 and setup #2: in these cases, the statistical analysis highlight high significant 
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Table 1: Solar reflectance values by ASTM E903 are shown: AS and WM samples from both bioreactors with 
green alga (a-b) and cyanobacteria (c-d) inoculum; mean values on a-b and c-d samples are reported; Δ ρsol 

















AS2_a-b 0.304 0.260 -0.045 0.011 
AS3_a-b 0.304 0.275 -0.029 0.021 








AS5_a-b 0.304 0.294 -0.010 0.014 
AS6_a-b 0.304 0.295 -0.008 0.005 
AS7_a-b 0.308 0.312 0.004 0.010 
 
 
 Since ASTM E903 spectral chart analysis (Figure 4) underlines how the main difference 
occurred within the Visible range of the complete solar reflectance spectrum, as showed in 













Figure 4: ASTM Solar Reflectance spectral chart on WM sample: (a) results on new sample; (b) results on bio-
aged sample. 3 repeated measurements on the same sample have been performed. 
3.2 Colorimetry 
Figure 5 reports the colorimetric differences between new (L* values) and aged (ΔL* and ΔE) 
material types. Colorimetric differences have been calculated using the difference ρsol within 
300-800-nm λ range (visible region). ΔL* and ΔE have been assessed comparing all the samples 
















AS2_c-d 0.305 0.281 -0.024 0.012 
AS3_c-d 0.305 0.280 -0.025 0.002 








AS5_c-d 0.303 0.218 -0.085 0.007 
AS6_c-d 0.306 0.203 -0.103 0.005 















WM2_a-b 0.837 0.801 -0.037 0.002 
WM3_a-b 0.837 0.759 -0.078 0.003 








WM5_a-b 0.836 0.760 -0.076 0.007 
WM6_a-b 0.827 0.769 -0.058 0.012 















WM2_c-d 0.837 0.788 -0.049 0.005 
WM3_c-d 0.837 0.753 -0.084 0.004 








WM5_c-d 0.832 0.600 -0.232 0.037 
WM6_c-d 0.828 0.705 -0.123 0.024 
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three trials with the same setup. These results confirm what noticed through solar reflectance: 
while the colonization level and solar reflectance decrease showed a good repeatability within 
the trials of setup#1, this was not happened to setup #2, where sample submersion time was 
























Figure 5: Colorimetry values among bio-ageing trials 2-3-4 run through setup#1 (a, b) and among bio-ageing 
trials 5-6-7 run through setup#2 (c, d). All sample values are shown. 
 
Microorganisms pigments are the main responsible of aesthetical damage on surfaces and they 
sharply contribute to losses in solar reflectance, as observed in this study. As shown in Figure 
5, ΔL* and ΔE are averagely higher on AS samples (mean ΔL* -13.4±1.3; mean ΔE 17.5±1.1) 
than in WM ones (mean ΔL* -4.3±0.5; mean ΔE 9.9±0.9) for setup #1. ΔL* and ΔE from setup 
#2 are similar to #1 for AS samples (mean ΔL* -14.4±1.5; mean ΔE 17.2±1.3), but the 




This work provides a preliminary laboratory bio-ageing protocol suitable to study the bio-
deterioration dynamics on building materials surfaces, in particular solar reflective materials. 
Since biological growth variability that occurs on surfaces in natural environment is really high, 
the bio-ageing protocol here proposed has been thought in order to keep stable and monitored 
all the laboratory environmental factors. Two specie of microorganisms, Chlorella m. and 
Nostoc c., and two different laboratory setup have been investigated (setup#1 and setup#2) in 
order to study the more repeatable experimental conditions. Solar reflectance and colorimetry 
a. b. 
c. d. 
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analysis on repeated trials shows setup#1 (where 10 minutes of sample submersion time are 
repeated 6 times a day every 4 hours) as the most repeatable, and specifically when run with 
the green alga (Chlorella m.). All the other experimental conditions achieved differences among 
the same sample type statistically significant. Even though the challenge to make repeatable 
something that it is not for its meaning definition, the preliminary bio-ageing setup#1 confirms 
the capability of the system to optimize environment conditions where the growth of 
microorganisms and their interactions with materials results faster, providing a way to 
investigate bio-deterioration processes on materials.  
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